
GLASS SCHEDULE
STOREFRONT SYSTEM TO BE YES 45 TU FL OR APPROVED EQUAL. 

ALL GLASS TO BE TYPE 'A' UNLESS NOTED OTHERWISE.

TYPE 'A' 1 5/16"  LAMINATED LOW-E, HEAT STRENGTHENED  

                   INSULATED EVERGREEN GLASS.

TYPE 'B' 9/16" THICK LAMINATED TEMPERED GLASS.

T = TEMPERED LOCATION

ALL STOREFRONT FRAMING TO BE CLEAR ANODIZED.
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PAINT SCHEDULE
NOTES:

1. PAINT ALL TILT CONCRETE PANELS 'XP1' UNLESS OTHERWISE NOTED.

2.   SCUPPERS, DOWNSPOUTS GUARDS, GRAVEL STOPS AND COPING TO BE

KYNAR PREFINISHED. METAL COLOR TO BE SELECTED BY OWNER.

3.   PAINT ALL INTERIOR AND EXTERIOR BOLLARDS, GUARDS, DOCK HAND + GURD    

      RAILINGS, AND LADDERS 2 COATS SEMI GLOSS ENAMEL  SAFETY YELLOW.

4.   IF THE DECK IS WELDED DOWN, ALL WELD MARKS ON DECK MUST BE TOUCHED 

      UP WITH PAINT.

5. ALL EXTERIOR TILT CONCRETE TO BE SMOOTH FINISH.

6. DIRECT METAL PRIMER TO BE USED ON ALL GALVANIZED METAL.

7. PAINT FIRE RISERS RED.

8. CONTRACTOR TO PROVIDE A MOCK-UP OF THE PROPOSED COLOR SCHEME ON 

      ONE FULL TILT PANEL FOR OWNER REVIEW PRIOR TO ORDERING ADDITIONAL

      PAINT.

9.   PAINT ALL EXTERIOR HM DOOR AND FRAMES XP1 U.O.N.

10. EXTERIOR TILT CONCRETE PAINT TO BE SHERWIN WILLIAMS HIGH BUILD ACRYLIC  

      COATING, ULTRACRETE. ONE COAT PRIMER PLUS 2 FINISH COATS AS 

      RECOMMENDED BY MANUFACTURE

11. PAINT THE BACK SIDE OF ALL EXPOSED PARAPETS XP1.
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SHERWIN WILLIAMS - 8 DRAKE

INDICATES AREA OF XP1 INDICATES AREA OF XP3

INDICATES AREA OF XP2
INDICATES FORMLINER

TO BE PAINTED XP1
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